
SPECIFICATIONS

QueuePro 300 Twin
LONG RUN TWIN BELT

3 EASY STEPS TO 
REMOVE THE LOWER 
BELT CASSETTE

Model PRO300TwinB

Step 3: Loosen the cassette 
retaining screws and slide 
out the cassette

Step 2: Slide off the post top

Step 1: Remove post 
retaining screws

40“/1015mm

22 lbs./10kg

3”/75mm

14”/355mm

2”/50mm

16’/4.9m

Belt Width:

Belt Length:

Post Diameter: 

Base Diameter:

Height:

Weight:

s 16’/4.9m belt length halves the number of 
barriers that are needed with the industry standard 7.5’/2.3m belt. Fewer barriers lowers total purchase cost 
and reduces the labor required to set up and take down queue systems. The QueuePro 300 Twin features a 
unique two piece post construction which allows the lower belt mechanism to be easily replaced in the field.

This product is specifically designed for creating large queue systems that handle high volumes of 
pedestrian flow. The lower belt improves pedestrian control as it helps keep children in line, restricts “line 
ducking” and provides guidance for the visually impaired using a cane. The lower belt also makes this barrier 
ADA (Americans with Disabilities Act) compliant. This model’

Order Online: www.BarrierWAREHOUSE.com
Call: 800-500-9980 • Fax: 312-300-4808

For more information call:

Email: sales@barrierwarehouse.com
Barrier WAREHOUSE, LLC

To order, go to: 
http://www.barrierwarehouse.com/QueuePro-300-Twin-long-16-ft-double-belt-barri-p/protwin300b-bk160.htm


